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Instruction sheet

1. Tray
2. Cover
3. Fiber cable guide
4. Fiber cable spooling section
5. Panel latch

Cable Management Tray
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Parts Identification

A. Mounting screws 10-32 (x4)
B. Mounting screws 12-24 (x4)
C. Fiber optic warning magnet (x1)

Included Hardware
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Best Practices

Always pull the tray  (1)  out completely before routing cables in.

1
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Each cable must enter/exit through the cable guides  (3)  . 
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Each cable must enter/exit the spooling section  (4)   through the 
center. 
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Length Calculation

1. Determine RUA  and RUB  (see below) for your installation and add them 
together. 

RUA : Amount of RU separating connection point A and the CMT panel

RUB : Amount of RU separating connection point B and the CMT panel

2. Use the table below to find the minimum patch cord length (LMIN) 
corresponding to  RU from step 1. 

RUA

RUB

Any additional length of a longer patch cord will be routed inside the CMT. 

* Lengths must be measured in meters

RU  = RUA + RUB

RU LMIN (meters)

2 - 9 3.0

10 - 32 4.0

33 - 54 5.0

55 - 76 6.0

77 - 84 7.0

NextSTEP 1U Patch Panel

NextSTEP 1U Patch Panel

Cable Management Tray
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3. Examples 

RUA = 1
RUB = 4

From the table : 

Use a patch cord of at least 3 meters, any additional length will go in the CMT panel

RUA = 5

RUB = 6

From t

LMIN  =  3.0 mRU = 5

From the table : LMIN  =  4.0 mRU = 11

Use a patch cord of at least 4 meters, any additional length will go in the CMT panel

RUA = 1

RUB = 4

RUB = 6

RUA = 5
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Refer to the examples below for proper cable routings.

Recommended Cable Routings

0.8m ≤  LCMT < 1.2m

LCMT ≥ 1.2 m
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Incorrect Cable Routings

1.5 m ≤ LCMT < 2m
Avoid crossing cables over themselves.

Avoid routing cables from one spooling section to the other.



Resources

Website : 

Technical Support : 

Sales : 
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https://wirewerks.com/en/
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